


 DENSO Sales California, Inc.
3900 Via Oro Avenue
Long Beach, CA 90810
800.222.6352 • 310.834.6352
www.DensoHeavyDuty.com

HDSA-SS-R5-0208

 SPECIFICATIONS

• 12V 5.0 kW

• Weight: approximately 23.8 lbs.

• Pinion: DP6/8 10 tooth, DP8 10 tooth, 
(Interchangeable with competitors 
11 and 12 tooth)

• Rotation: Clockwise

• Mount: SAE #3

• OCP By-Pass Kit Available
Part Number 053680-8010 

 FEATURES / BENEFITS
• Lightest class-8 starter in the market

• High durability for the most demanding applications 

• High torque for maximum starting power (improved cold 
start-ability); highest in the industry.

• Smooth engagement for improved durability of pinion 
and ring gear

• Torque limiter feature to prevent ring gear/drive train breakage.

• Warranty:  3 years / 350,000 miles (On-Road Applications)

ENGINE RECOMMENDATION CHART
ENGINE DISPLACEMENTTYPE

R5.0
Offset

Reduction
Gear Type

10 12 14 16 18 [L]

R5.0 OUTPUT PERFORMANCE
(SAE J544 12V Extra Heavy Duty/8V-1000A)

–––––– R5.0 GEAR RATIO 3.89  
– – – –  P5.0  GEAR RATIO 4.15

SIZE COMPARISONR5 STARTER TRUCK ENGINE/MODEL APPLICATION CHART
Engine/Truck Model Freightliner Sterling International Peterbilt Kenworth Mack Volvo Western Star

CAT C11 428000-4420 428000-4420

CAT C13 428000-4420 428000-4420 428000-4420 428000-4420 428000-4420

CAT C15 428000-4420 428000-4420 428000-4420 428000-4420 428000-4420 428000-4420***

Cummins ISM 428000-4420 428000-4420 428000-4420 428000-4420 428000-4420 428000-4420

Cummins ISX 428000-4440 428000-4440 428000-5190 428000-5190

Cummins M11 428000-4430 428000-4430 428000-4430 428000-4430 428000-4430

Cummins N14 428000-4440 428000-4440 428000-4440 428000-4440 428000-4440 428000-4440

DD S60 428000-4430*
   428000-5730** 428000-4430 428000-4430 428000-4430 428000-4430

428000-4430***
428000-5730***

Mack E-Tech, E-7 428000-4430

MBE 4000

Volvo VE 12 428000-5430
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Under Development

Not Applicable

Contact Your DENSO Sales Rep Or Visit www.DensoHeavyDuty.com 
For Updated Application Information

* 1994-2006 Freightliner with DDS 60 when the fuel fi lter is outside the frame rail (Single Fuel Filter)

**  2004-2006 Freightliner with DDS 60 when the fuel fi lter is inside the frame rail and fuel line is close 
to the starter (Duel Fuel Filter)

***  2007 Model year only

IIF Starter  
P5.0 Starter


